[image: image1.jpg]



TECHNICAL DATA SHEET NO: 650N

VERSION: 2 6.10.2010
PAGE: 1 of 3

PRINT DATE: 6/10/2010
[image: image2.jpg]






	Colour
	Product Code
	Pack Size
	Box Qty

	White
	650NWE
	C3
	25

	Brown
	650NBN
	C3
	25

	Bronze
	650NBZ
	C3
	25

	Translucent
	650NTR
	C3
	25


Product Description
everFLEX SILICONE 650N is a low modulus, neutral cure sealant based on an Alkoxy curing system. 650N adheres to a wide range of common building surfaces and has been specially formulated to provide extra tool down time in long joints. Conforms fully to ISO11600 F and G 25LM.

Benefits
· Excellent adhesion - adheres to most common surfaces including glass, metals, plastics and wood

· Low dirt pick up - important in PVCu  work

· Excellent flexibility - +/- 50%.

· High resistance to plasticiser migration - may be used over water based and solvent based paints.

· Excellent external weathering properties.

· Suitable for use on polycarbonate. 

Areas For Use
· Perimeter pointing internally and externally around PVCu /wood and all other window frames.
· Bedding and sealing of double glazed units.
· Sealing and as an adhesive onto PVCu, plastic trims and components.

· Suitable as an expansion joint sealant.

· Weather sealing and joint sealing to pre-formed panels.

· Sealing soft metals such as lead, copper and zinc.

· General glazing sealing and draughtproofing, including repair work over existing sealant.

· Glass to glass and glass to aluminium sealing.

· Parapet and roof weather sealing applications.

Limitations
· Do not use in conjunction with bitumen or asphalt

· Do not use in the manufacture of Aquariums. Use AQUA MATE

· Do not use on substrates that bleed oil, solvents or plasticisers.

· Non overpaintable. Use WEATHER MATE SILICONE.

· Do not use on sensitive porous surfaces where staining may occur i.e. marble, granite use Hybriflex NS non staining sealant. 

· It is the user’s responsibility to determine suitability for use. If in doubt contact technical services for advice.

Application 

All surfaces to be sealed must be clean sound and dry. Use Everbuild Tecnic surface cleaner where necessary. Priming may be required on highly porous substrates or polished non porous surfaces. Tecnic primer P1 and NP2 are available for use with this product. Consult relevant technical data sheets for information. 

Cut the top of the thread on the cartridge with a sharp knife. Take care not to damage the thread. Cut the nozzle to the required width at an angle of 450. Screw the nozzle onto the thread an insert cartridge into suitable sealant gun. 

Apply sealant as necessary. Ensure joint dimensions are correct. Joint depth must never exceed the width. Where deeper joints occur, reduce depth with expanding foam or suitable backer rod. Tool down to achieve optimum bond to both surfaces and achieve a smooth surface. Tooling down must be carried out within 30-45 minutes of application. 

Specific Data

	Movement Accommodation
	+ or -50%

	Skinning Time
	30-45 minutes

	Cure Time
	1-2mm per 24 hours

	Hardness Shore A
	25-30

	Shrinkage
	<5%

	Service Temperature Resistance
	-500C to + 1500C

	Application Temperature Resistance
	+50C to + 400C

	Tensile Strength
	1.0Mpa  (ASTM D 412 (C)

	Specific Gravity
	1.38-1.41

	Cleaning
	Uncured sealant white spirit

Cured sealant EVERFLEX SILICONE EATER.

	Minimum Joint Width
	5mm

	Maximum Joint Width
	50mm

	Joint Ratio
	Maximum depth , 50% of joint width


Health & Safety
Consult MSDS for full list of hazards

Storage

Store in original unopened containers between 15 and 30oC

Shelf Life

9 months from date of manufacture. DO NOT USE AFTER EXPIRY DATE.
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
EVERFLEX SILICONE 650N
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