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	Colour
	Product Code
	Pack Size
	Box Qty

	Black
	90605
	5Ltr
	4


Product Description
BLACK JACK BITUMEN ROOFING EMULSION is a stable bitumen/water emulsion of medium brushing consistency. It is dark brown in colour and dries to a black, flexible coating, which is odour and taint free. It is specifically designed for overcoating leaking roofs. 

Benefits
· May be applied to damp surfaces.

· Non flammable - water/bitumen emulsion.

· Water clean up. 

Areas For Use
BITUMEN ROOFING EMULSION is commonly used in the following areas:

· General Waterproofing: -  for use on concrete, fibre/cement, roofing felt, mastic asphalt, corrugated iron, slates, tiles, lead copper and zinc.

· Metal Protection:  - Provides protection against corrosion of pipes, structural steelwork and other metallic equipment.
· Insulation:  - Provides a vapour barrier for cold storage rooms, mushroom houses and similar installations.
Limitations
· Do not apply when rain is imminent

· Protect from rain and frost until cured (The coating may be assumed to be dry when rubbing with a wet finger does not produce a brown stain).

· Do not use in areas where subsequent solvent contact is likely..

· Allow sufficient drying time between coats.

· Stir well before use.

· The product may bleed through any paints subsequently applied over it.  Apply a primer recommended by the paint manufacturer before overpainting.

Surface Preparation
No roof-coating product can be expected to repair an existing roof, which is not structurally sound and stable.  Before using a surface coating the roof structure should be inspected and, if necessary, put in order.  All cracked, broken, slipped or missing slates, tiles, sheets or other forms of covering should be replaced or re-fixed and cracks in felt or asphalt filled.  (Safety Recommendation: do not coat roof lights, windows, glass or translucent sheets.  These will constitute a hidden hazard if disguised).

Preparation of the surface is of great importance and will influence the degree of adhesion and life of the renovation.  All roof surfaces to be coated should be sound, stable, clean, i.e. free from loose debris, dirt, dust and grease.  All traces of algae and fungi growth should be removed using a stiff-bristled brush.  Where algae and fungi have been present, remove them completely and treat the surface with EVERBUILD FUNGICIDAL WASH to kill any remaining spores, thereby discouraging the return of the growths.

Prime with BLACK JACK BITUMEN AND FLASHING PRIMER and allow to dry. 

Application 

Stir well before use.

Apply by brush in a minimum of 2 coats at a rate of ¾ of a litre per square meter.  Apply coats at right angles to each other allowing 24 hours between coats. BLACK JACK BITUMEN ROOFING EMULSION may be applied to damp surfaces although coating and surface must be able to dry before the emulsion will cure to a waterproof film. For maximum strength, durability and flexibility, the second coat can be reinforced with an open woven glass fibre membrane.

In order to prolong the effective life of the dried coating, it is recommended that it be overcoated with BLACK JACK SOLAR REFLECTIVE PAINT

CLEANING TOOLS.

Clean tools immediately after use with water. Once cured, dried product can be removed with Kerosene (paraffin) or white spirits.
Specific Data

	Type Of Solvent
	Water based emulsion (non flammable)

	Flashpoint
	Non flammable

	Specific Gravity @ 20°C
	1.0

	Coverage
	1.25m² per litre per coat depending on porosity of substrate. Two coat give a dried film of approximately 0.9mm

	Drying Time
	4-6 hours depending on drying conditions. Allow 24 hours between coats.

	Service Temps
	-10 to +85°C

	Application Temps
	5 to 50°C

	Fire Resistance
	Wet product: Non flammable
Dry product: Passes direct flame test ASTM D2939-78

	Heat Flow Resistance
	The cured film will not sag or flow under normal conditions

	Chemical And Water Resistance
	Resistant to: most salt solutions, dilute acids and alkalis, water/alcohol.
Not resistant to: Oils, solvents and some detergent solutions.


Health & Safety
Consult MSDS for full list of hazards.

Storage

Store in original container in cool dry conditions.  PROTECT FROM FROST.

Shelf Life

12 months when stored according to manufacturers instructions.

The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
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