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	Colour
	Product Code
	Pack Size
	Box Qty

	-
	EPOXgppri5
	500ML
	1


Product Description
EVERBUILD G.P/LIGHTWEIGHT EPOXY PRIMER is a two pack, multi-purpose primer used prior to applying EVERBUILD epoxy mortars to give greatly enhanced adhesion.

Benefits
· Gives greatly enhanced adhesion to all EVERBUILD epoxy mortars.

Areas For Use
For priming:

· Heavy traffic areas.
· Steps.
· Walkways/Ramps.
· Industrial floors.
· Floor and walls prior to tiling.

Limitations
· Always mix as directed using both components. 

· Do not use where application would trap moisture within the substrate or in situations where hydrostatic pressure could break the bond.

· As the manufacturer cannot know all the uses its products may be put to, it is the users responsibility to determine suitability for use. If in doubt, contact technical services department for advice.

Surface Preparation
Ensure joints are free from flaking material, dust, and grease. Cleaning/degreasing with EVERBUILD EPOXY CLEANER is advised.

Application 

Thoroughly mix all the base component with all the hardener until fully uniform. Apply with a brush working well into the substrate. The mixed primer has a pot life of 15 minutes and treated surfaces will remain tacky for 30-40 minutes depending on temperature Do not allow to dry before applying mortar.

Specific Data

	Pot life / working time
	15 minutes at 25oC. Lower temperatures will retard set and vice versa.

	Tack life
	30-40 minutes at 20oC.

	Max service temperature
	60°C

	Minimum application temperature
	4°C

	Coverage (mixed)
	Approx 10 m2 per ltr depending on substrate


Health & Safety
Consult MSDS for full list of hazards.

Storage

Store in cool dry conditions between + 5°C and 25°C.  
Shelf Life

Use within 12 months.
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
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