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	Colour
	Product Code
	Pack Size
	Box Qty

	White
	FILLCOAT5
	5LTR
	1


Product Description
FILLER COAT is a thick base coat, formulated to cover imperfect surfaces and dark colours prior to painting. Designed for speedy roller application, FILLER COAT hides and obliterates areas that have been filled, as well as covering and preventing the reappearance of hairline cracks.

Working like a roll on filler, the thick formula completely covers strong colours and is ideal for use on walls and ceilings, the application of FILLER COAT on strong colours can save several coats of emulsion.

Surface Preparation

Before applying, ensure surfaces are clean, sound and free from dust, crumbly material or any contaminants. Fill any surface defects with Everbuild Fill & Skim and smooth down. Glossy surfaces must be sanded and then cleaned with Everbuild Sugar Soap Liquid. Cover furniture and floors etc with protective sheeting such as Everbuild Dust Sheets or Roll & Stroll Floor Protectors and open windows /doors to assist in ventilation.  New Plaster and very porous or powdery surfaces should be primed first with FILLER COAT diluted 1 part FILLER COAT to 4 parts water and allow to dry. 

Application 

Stir FILLER COAT well before use. Touch in corners with a brush and apply an even coat with a short pile roller or suitable brush – do not overspread. 

Leave to dry for approximately 4 -6 hours minimum (longer in cold temperatures) before overcoating with emulsion based paint.  

NOTE: Ensure FILLER COAT has completely dried before overpainting. On very bold colours, a second coat may be required. 

Limitations

· Do not apply in temperatures below 10oC
· Do not apply to heated surfaces.

· This product will fill minor surface imperfections. For holes, use a suitable filler from the Everbuild range of products. 

· Very porous and powdery surfaces must be primed prior to painting. 

· New plaster must be primed and fully dry before applying filler coat. 

· Do not use in contact with bitumen.

· As the manufacturer cannot be aware of all the uses its product may be used for, it is the user’s responsibility to determine suitability for use. If in doubt contact technical services for advice. 

Specific Data

	Appearance
	Viscous white liquid

	SG @ 20°C
	1.4 – 1.45g/cm³ (approx)

	Viscosity
	15000-50000cps 

	pH 
	8.5 – 9.9

	Application Temp
	5°C to 30°C

	Drying Time
	4-6 hours at 20°C 50% R.H.

	Coverage
	5-8m2 per litre depending on porosity of surface 


Health & Safety
Consult MSDS for full list of hazards.

Storage

Store in cool dry conditions between +5 and +25`C. Storage outside these parameters will dramatically reduce shelf life. Protect from frost.

Shelf Life
Use within 12 months.
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
EVERBUILD FILLER COAT
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