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Fixatile is a ready mixed tile cement specially formulated for use in high temperature conditions where ordinary tile cements would be inadequate. 


· Ready mixed formula.

· Temperature resistant up to 1000oC.

· Available in a variety of sizes to suit most applications.
· Excellent adhesion to most common surfaces.

· Fire places and surrounds.
· Boilers.

· Range cookers and radiators.
· Fixing fibre rope seals to heater doors.
· Repairing pottery, marble and bonding glass to metal. 


· Always apply heat gradually.

· Do not use externally. 

· Do not alter consistency

· Do not use in excess of 1000 degrees C.


For maximum adhesion ensure all surfaces are free from all loose dust and contaminants i.e. rust, soot, dust etc. Apply a suitable concrete sealer before applying adhesive. 

Fixatile should be used straight from the tub having stirred the contents into a smooth paste. A thin coating should be applied to each surfaces to be bonded then pressed firmly together. The cement will usually be dry overnight but it is beneficial if the joint can be heated to some degree. When applying to fresh cement or plaster surfaces, it is important to apply a suitable sealer before applying adhesive otherwise bonding may be impaired. Surplus Fixatile must be removed immediately with a damp cloth. 



Appearance:

Thick paste.




S.G (20oC):

1.8 gcm3  (approx)




Application Temp.
5oC to 60oC.




Service Temp:
-10 - 1000oC.


COVERAGE

Approx 1kg per square metre of tiles @3-4mm depth


Safe in normal use. Avoid contact with skin and eyes. Remove product with soap and water. If product enters eyes, rinse immediately with cold water and seek medical attention if irritation persists. If ingested, give plenty of water to drink and seek medical attention. See separate 16 point data sheet for full assessment.
 

Store at moderate temperatures in original containers. Keep out of direct sunlight.


Up to 12 months when stored according to manufacturers instructions.

Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application.

Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that

The information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product.

Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with

The stipulations set out in our general sales conditions.

The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information

Provided verbally by telephone to any prospective or existing customer.
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