


EVERFLEX FLUE BLOCK CEMENT is a high temperature (1250’C) ready mixed fireproof mortar paste, designed for the safe installation /jointing of type A1 (BSN1857) concrete flue liners (previously known as class 1) for use with domestic fires and stoves, e.g. coal, wood burning or gas) including flame effect). Flue block cement may also be used as a general-purpose fire cement where direct flame contact occurs. 




· Fully rated (and independently tested by BSRIA) to BSEN1857 “chimneys-components-concrete flue liners” for class A1 liners

· High temperature resistance (including direct flame) to +1250’C


· Jointing and assembling of domestic concrete flue liners of following specification or direct equivalent.

	Standard
	Temperature Class /`C
	Pressure class
	Resistance to condensate class
	Corrosion resistance class
	Sootfire fesistance class

	BSEN 1857
	T600
	N1
	D
	3
	yes, G


· I.e. suitable for use with liner types (BSEN1857) A1, B1, C1 or direct equivalent or lower specification for chimneys conveying combustion products to corrosion class 3. 

· Copies of independent BSRIA test report are available on request.


· As liner/block type can vary, always follow liner manufacturers instructions regarding installation and check this product is compatible with their systems.

· Protect joints from rain until construction is finished.

· In line with current standards and regulations all flues must be fully smoke tested after insulation to ensure correct function. Similarly when the appliance is fitted the complete system must be smoke tested in line with BS5440 part 1 or direct equivalent by an approved installer, prior to being put into service.

· It is the users responsibility to determine suitability for use which must be checked with the flue liner manufacturer prior to installation.


All surfaces must be clean, sound and dry. Dusty surfaces may be primed using a dilution of 4 parts water to 1 part PVA Bond and allowed to dry.
  


Apply with a cartridge gun as required. Cut the tip of the cartridge taking care not to damage the thread. Fix the nozzle and cut to correct aperture. Apply according to the liner manufacturers instructions. 

Coverage - 

	Bead Size (mm)
	Linear Meters per 310ml tube (approx) 

	6
	11

	8
	6

	10
	4



	Appearance
	Thick grey paste

	S.G
	1.8

	Application Temp.
	5oC – 60oC

	Service Temp.
	-10oC – 1250oC



Consult MSDS for full list of hazards.

Store in cool dry conditions between + 5’C and 25’C.  






Use within 12 months.

The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies,

Omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product

Is acquired.

Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application.

Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that

The information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product.

Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with

The stipulations set out in our general sales conditions.

The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information

Provided verbally by telephone to any prospective or existing customer.
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