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TECHNICAL DATA:
EVERBUILD INDUSTRIAL SUPERGLUE






DESCRIPTION 

EVERBUILD INDUSTRIAL SUPERGLUE is a flash setting industrial adhesive based on advanced cyanoacrylate technology.

BENEFITS

· Flash setting formulation - bonds most non-porous surfaces in seconds.

· Single component adhesive

· 100% solvent free

· Economical in use.

AREAS FOR USE

·  Multitude of industrial applications: Bonds rubber, plastics, ceramics, filled rubber, foam and metals.

· Excellent adhesion to uPVC and EPDM seals.

 LIMITATATIONS

· Ensure surfaces are degreased prior to bonding.
· Ensure surfaces are close fitting. This adhesive will not bridge gaps.
· Do not use on glass
· Do not use in applications involving constant water immersion.
· Do not use on bitumen or tar leaching products.

SURFACE PREPARATION

The surfaces to be glued should be clean, dry and free from dust, grease and other contaminants. Materials should be stored in a warm environment prior to bonding to avoid chilling of the glue line, which leads to extended setting times. Where possible, ensure working environment has a relative humidity of 50% +.


APPLICATION

Apply adhesive to one surface only. Press surfaces together and hold for 10 seconds or as indicated below. Cure speed is rapid so exercise care when aligning. 

SPECIFIC DATA



LIABILITY



HEALTH AND SAFETY















Store in original unopened containers between 4 and 25oC. Reseal immediately once used.


Twelve months from date of manufacture in original unopened containers.

Consult MSDS for this product before use.

When continuously used, local fume extraction is recommended.

Contains cyanoacrylate ester. Use in a well ventilated environment.

In the event of inadvertent skin bonding, separate bonded skin tissue carefully by peeling apart gently with a blunt instrument. Preferably after soaking in warm water.

Keep out of reach of children.
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SPECIFIC DATA





COLOUR		Clear





BASE			Ethyl cyanoacrylate





SOLIDS			100% active





VISCOCITY		100 -120cPs





COVERAGE		-





SPECIFIC GRAVITY	1.05





FLASH POINT		> 85oC





SHELF LIFE		12 months below  25oC in original containers





TENSILE STRENGTH	28 - 32N/mm2 (steel to steel ASTM D2095)





SHEAR STRENGTH	15 - 20 N/mm2 (steel to steel ASTM D1002)





IMPACT STRENGTH	1.8-2.0N/mm2 (steel to steel ASTM 950)





REFRACTIVE INDEX	1.46 (Cured adhesive)





HARDNESS		85 (Rockwell cured adhesive)





SPECIFIC RESIST.	8 x 1012 OHM/cm (cured adhesive)





DIELECTRIC CONST.	3.44 @ 1MHZ	(cured adhesive)





SOFTENING POINT	150oC





WORKING TEMPS	-60 to +80oC





SETTING TIMES:	5 - 60 seconds (plastic to plastic)


			2 - 20 seconds (rubber to rubber)


			10 - 60 seconds (degreased metal to metal)





TOXICITY		Non - toxic
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