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	Colour
	Product Code
	Pack Size
	Box Qty

	Grey
	JETpot6
	6KG
	2


Product Description

Jetcem Pothole Repair is a structural strength ultra fast setting pothole repair mortar with exceptionally high early strength, and can take traffic within 45 minutes. Once set Jetcem Pothole Repair is capable of withstanding heavy traffic such as forklifts and HGV’s and will provide a durable long term repair.

Benefits

· Rapid setting, can be trafficked in 45 minutes. 
· Will take heavy vehicular traffic. 
Areas for Use
· Filling potholes in concrete or tarmac roadways and pavements

· Industrial floor pothole / patching repairs

· Cold stores and refrigeration floors – even in sub zero temperatures

· Repairs to concrete/stone kerbs steps, beams, lintels and cills

· General repairs to concrete/stone substrates

Limitations
· Always mix with clean fresh water 

· Do not use for fills less than 20mm in depth. 

· Setting times/strengths are indicative and set may be accelerated at higher temperatures or retarded at lower temperatures. See Tech data sheet for full assessment. 

· Never exceed the quantity of water stated. This will dramatically reduce strength and may cause failure

· Do not mix more Jetcem Pothole Repair than can be laid in 4 minutes and never try to reconstitute once the product has set.

· Do not use on painted surfaces. Remove paint first. 

· When used externally, do not apply when rain is imminent and protect from rain for at least 30 minutes 

· As the manufacturer cannot know all the uses its products may be put to, it is the users responsibility to determine suitability for use. If in doubt, contact Technical Services Department.

Surface Preparation

All surfaces must be structurally sound and free from contaminants such as dust, paint, grease and oil. All faces should be cut square. Not suitable for feathered finishing. Minimum depth anywhere on repair 20mm; Pre-wet area to be repaired with water. Do not leave standing water. 

Application 

· Mix by hand or machine.  DO NOT USE EXCESS WATER AS THIS WILL CONSIDERABLY REDUCE STRENGTH. Wet down mixer prior to mixing and remove excess water. Add gauging water to mixer then powder whilst mixing. Do not mix more product than can be placed (within 4 mins) and compacted within 10 mins. 

· Use warm water at temperatures sun 5°C and chilled water at elevated temperatures. 

· NOTE:  product will appear stiff to mix initially but workability will improve as mixing continues. DO NOT add further water. Minimum mixing time 1 minute

· Apply material by trowel to pre-wetted area within 4 minutes of mixing and push well into position using a float. Suitable for repairs from 150mm down to 20mm in one application. Deeper applications may be achieved by blending with coarse aggregate.
· A 6kg bag will yield 2.8ltrs of mixed mortar. 
Health & Safety

Consult MSDS for full list of hazards.

Storage

Store in cool dry conditions between + 5°C and 25°C.  Storage outside these parameters will significantly reduce shelf life.

Shelf Life

12 months in original unopened bag. This will reduce significantly once opened. 
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
EVERBUILD JETCEM RAPID SETTING POTHOLE REPAIR 
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