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	Colour
	Product Code
	Pack Size
	Box Qty

	Grey
	MORSET90
	25KG
	1


Product Description

EVERBUILD MORTAR  SET 90 is a structural strength fast setting/high early strength  bedding and general repair mortar, which if trafficable after only 90 minutes.

MORTAR SET 90 is designed for rapid bedding/installing of street ironwork and bonding streetscape flags, blocks and kerbs. MORTAR SET 90 is also suitable for general repairs to concrete/stone substrates such as industrial floor patching, filling potholes in concrete pavements, repairs to concrete/stone kerbs, steps, beams, lintels and cills. MORTAR SET 90 requires no specialist priming and  may even be used to repair costal defences.

Benefits

· High Strength formulation.
· Trafficable in 90 minutes.
· Shrinkage compensated.
· Easy mixing, just add water. 
· Areas for Use

· Bedding street ironwork.
· Repairing stonework.
· Kerb and step repairs. 
· Patching of concrete pavements and floors. 
Limitations

· Always mix with clean fresh water 
· Do not use for fills less than 10mm in depth. 

· Setting times/strengths are indicative and set may be accelerated  at higher temperatures or retarded at lower temperatures.
· Never exceed the quantity of water stated. This will dramatically reduce strength and may cause failure

· Do not mix more MORTAR SET than can be laid in 4 minutes and never try to reconstitute once the product has set.

· Do not use on painted surfaces. Remove paint first. 

· Do not use this product below 5oC.

· When used externally, do not apply when rain is imminent and protect from rain for at least 2 hours. 

· As the manufacturer cannot know all the uses its products may be put to, it is the users responsibility to determine suitability for use. If in doubt, contact Technical Services Department.
Surface Preparation
All surfaces must be structurally sound and free from contaminants such as dust, paint, grease and oil. Pre-wet area with water. 

Mixing

Mix by hand or machine in the ratio of 25kg powder to 3 litres of water to achieve a stiff slump free mortar. DO NOT USE EXCESS WATER AS THIS WILL CONSIDERABLY REDUCE STRENGTH. 

Application 

Apply material by trowel to pre-wetted area within 4 minutes of mixing and push well into position using a float. Suitable for repairs from 75mm down to 10mm in one application. Deeper applications may be achieved by applying further layers once initial layer is set, or by bulking out this product with up to 30% hard stone clean aggregate (NOTE: this will slow down strength gain).

Clean tools and equipment with water immediately after use. 

Specific Data

	Appearance
	Grey

	Thickness (minimum and max)
	10mm- 75mm

	Workability @20`C
	approx 5-12 minutes

	Setting time (initial) @20`C
	approx 15 minutes.

	Final set @20`C (trafficable)
	approx 90 minutes

	Coverage
	approx; 50kg/m2 @25mm depth

	Minimum application temperature
	+5`C (when mixed as directed above)

	Yield per 25kg (mixed as directed)
	approx 12.5ltrs

	Density (wet)
	2200kg/m3

	Shrinkage 
	Minimal (shrinkage compensated grade)

	Typical strengths (BS1881; Part 116) @20`C
	

	TIME AFTER PLACEMENT
	COMPRESSIVE STRENGTH(N/mm2) FLEXURAL (Nmm2) 

	1 hour
	12                                                         

	2 hours
	21

	24 hours
	28                                                       1.82

	7 days
	·                                              2.46

	28 days
	>50                                                     3.51


Health & Safety

Consult MSDS for full list of hazards.
Storage

This product must be stored in unopened bags, clear of the floor in cool dry conditions and protected from excessive draught. 

Shelf Life

6months in original unopened bag. This will reduce significantly once opened. 
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
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