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	Colour
	Product Code
	Pack Size
	Box Qty

	BUFF
	P15WPJC
	380GM
	12


Product Description

P15 WHITE PIPE JOINTING COMPOUND is designed for use on pipework carrying cold/hot water and low pressure saturated steam. It can be used for sealing screwed metallic joints up to 50mm wide from the ingress or egress of fluids. P15 WHITE PIPE JOINTING COMPOUND acts as a lubricant, which helps threads to be screwed up tightly. P15 WHITE PIPE JOINTING COMPOUND is tested in accordance with independently tested to BSEN 751-2 1997. "Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases and hot water.” Non Hardening Jointing Compound.

Benefits

· Non Toxic formula.

· Easy to apply soft paste.

· Acts as a lubricant to assist tightening of threads. 

· Tested in accordance with BS EN 751-2:1997 (Report no. 091063) 
Areas For Use

· All common types of metallic thread. 

· Hot/cold water pipes.

· Low pressure saturated steam pipes.

Limitations

· Use only as directed.

· Not recommended for potable drinking water.

· Do not use on joints in excess of 50mm.

Application 

Before applying compound, always ensure that threads are clean and free from burrs, grease, dirt and oil. 

Apply compound evenly over male thread and tighten as necessary. Remove any excess material with a clean cloth. 

Test Data
	Sample No.
	Soundness Test
	Soundness Test After Adjusting
	Tests of Resistance To Gas Condensates
	Hot Water Resistance Test
	Temperature Cycling Test
	Vibration Test

	1
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS

	2
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS

	3
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS

	4
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS

	5
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS

	6
	PASS
	PASS
	PASS
	PASS
	PASS
	PASS


Health & Safety

Consult MSDS for full list of hazards.

Storage

Store in original container away from frost in a dry area. 

Shelf Life

12 months in original unopened containers. 

The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
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