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	Colour
	Product Code
	Pack Size
	Box Qty

	-
	SRWIZARD
	-
	12


Product Description
SEAL RITE WIZARD is a new 3 in 1 multi tool for the removal and re-application of old and new  sealants combined with a built in nozzle/cartridge cutter. Ideal for use with the new SEAL RITE MASKING SYSTEM the SEAL RITE WIZARD is quick and easy to use to give a perfect joint every time. 
Benefits
· Removes old/existing sealants.
· Tools down newly applied sealants.
· Built in cutter for nozzles and cartridge tops. 
· Fine scraper for removal of sealant from small joints.  
Areas For Use
· Removal of existing sealants from baths, sinks, worktops, window frames, door frames etc. 
· Re-application of new sealant. 
Limitations
· Do not use the scraper on anodized or plated surface where scratching may occur.
· Do not use the scraper on mirror backings as this may damage the foil. 
· SEAL RITE WIZARD has sharp edges, take care when handling. 
· It is the user’s responsibility to determine suitability for use. If In doubt contact Technical Services for advice. 
Application 

Existing Sealant Removal
Using the sharp edge of the SEAL RITE WIZARD, press the point firmly into the old sealant until the skin is broken. Press the SEAL RITE WIZARD into the sealant bead and continue along the length of the joint maintaining firm pressure until all the existing bead is removed. 
For small joints where the fine point scraper is required, press down the head of the smoothing tool to expose the scraper and follow the procedure as above. 
New Sealant Application. 
For applying new sealant, remove any grease or contaminants from the joint using white spirits and allow to dry. Place a strip of masking tape either side of the joint to be filled using the SEAL RITE MASKING SYSTEM. Cut the tip of the cartridge and nozzle to the required width using the built in blade. Apply sealant as required using a sealant gun and smooth down using the smoothing end of the SEAL RITE WIZARD within 10 minutes of application. Remove the masking tape for a perfect clean joint. Remove any excess sealant from the SEAL RITE WIZARD using Everbuild WONDER WIPES. 
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
EVERBUILD SEAL RITE WIZARD
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