Technical Data Rev.1

EVERBUILD Stick 2 Superglue Gel – 3 gm
DESCRIPTION AND USES
Everbuild Stick 2 Superglue Gel is a thixotropic ethyl cyanoacrylate based adhesive for bonding most common materials. The high viscosity formula is ideal for non drip, vertical, porous or small gap filling applications. 

Everbuild Stick 2 Superglue Gel bonds most types of wood, plastics, metals, paper, porcelain, rubber, cardboard and leather.      
APPLICATION
Ensure parts to be bonded are clean and dry. Apply adhesive sparingly to one surface (take care not to apply too much adhesive). Assemble by firmly pressing parts together for 1 minute. After use clean nozzle with dry cloth or paper roll and firmly screw the cap back on the tube.
NOTE: Once surfaces are brought together an almost instant initial bond is formed. Care must be taken to align items as contact is made.

To de-bond use Everbuild Superglue Remover.
STORAGE

Store in cool dry conditions between 0 and 20oC. Storage outside these parameters will dramatically reduce shelf life.

Shelf  life – 12 months minimum.

Contains: ethylcyanoacrylate, hydroquinone, Polymethylmethacrylate.
[image: image1.emf] 


Everbuild Building Products Ltd

Site 41, Knowsthorpe Way

Cross Green Industrial Estate

Leeds  LS9 0SW
England
Tel:
0113 240 3456


Fax:
0113 240 0024

www.everbuild.co.uk


















�





IRRITANT











Irritating to eyes, respiratory system and skin.


Keep out of the reach of children. Keep away from food, drink and animal feeding stuffs. Do not breathe vapour.


In case of contact with eyes, rinse immediately with plenty of water and seek medical advice. Wear suitable protective clothing, gloves and eye / face protection. If swallowed, seek medical advice immediately and show this container or label. Contains hydroquinone. May produce an allergic reaction. Cyanoacrylate. Danger. Bonds skin and eyes in seconds. Avoid contact with clothing as an exothermic reaction is produced which causes strong heat. 











