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	Colour
	Product Code
	Pack Size
	Box Qty

	Black ash
	WORKBK
	100ml
	6


Product Description
COLOUR MATCH WORKTOP JOINT SEALANT AND ADHESIVE KIT is an acrylic based sealant designed specifically for jointing and sealing kitchen worktops. The product is supplied in friendly re-sealable squeezey tubes.
Should different shades be required, the user may simply blend together two or more of the above to achieve the desired effect.

Benefits
· Permanently flexible/durable polymer rich formula.
· Large colour range gives near/exact match to most common kitchen worktop colour schemes.
· Silicone and solvent free – low odour.
· Contains a fungicide to prevent mould growth.
· Adheres to all common laminates.
· Non hazardous formula – water clean up.
· Easy to apply and tool.

Areas For Use
· Jointing and sealing wood/laminate worktops.

· Repairing small chips and scratches in laminates.

Limitations
· Not for use in conjunction with bitumen or asphalt.

· For internal use only.

· Not for use in joints subject to load bearing stress, or severe temperatures in excess of 75°C.

· Always remove excess material before the product has fully dried.

· Do not use below 5°C.

· It is the user’s responsibility to determine suitability for use. If in doubt, please phone technical services department for advice.

Surface Preparation
Ensure surfaces to be sealed are sound, clean and dry.
Application 

· Apply sealant to both edges and spread evenly over both surfaces.

· Bring both surfaces together and tighten connecting bolts until the joint is almost closed

· Ensure both sides of the laminate are level and fully close the connecting bolts.

· Allow the small bead of excess material forced from joint to dry for 20 minutes

· Wipe of excess with a sponge or cloth dampened with warm soapy water, working along across the joint. DO NOT OVER WET.

· Remove any excess from the area with the same sponge or cloth before the product is fully dry.

Specific Data

	Movement Accommodation
	+ or -25%

	Skinning Time
	30 mins @ 20°C

	Cure Time
	2mm per 24 hours @ 20°C

	Specific Gravity
	1.05

	Flashpoint
	N/A

	Service Temperature Resistance

	-15°C to + 70°C


	Application Temperature
	+2°C to + 30°C

	Cleaning
	Uncured sealant warm water

	Elongation At Break
	350%

	Paintability
	Excellent with most paints, varnishes or stains once fully cured, although this is not required

	Coverage:
	100ml is sufficient for jointing 4 x 700mm worktop joints.


Health & Safety
Consult MSDS for full list of hazards

Storage

Store in cool dry conditions and protect from frost.  

Shelf Life

Use within 12 months.
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
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