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	Colour
	Product Code
	Pack Size
	Box Qty

	-
	STRIPX05
	500ml
	12

	-
	STRIPX1
	1LTR
	12


Product Description
X3 Triple Action Paint & Varnish Stripper is an extremely effective non Methylene Chloride paint stripper ideal for use by inexperienced DIY’ers as well as professional users. The non-caustic formulation is simple and easy to use both indoors and out.

Benefits
· Works on all common types of paint and varnish.  
· Removes up to 3 layers of paint per application. 
· Non flammable
· Non drip formula.

· Methylene Chloride free. 
Limitations
· Use only as directed

· Store in original container.

· Do not allow to come into contact with textiles, plastics or floorcoverings. 
· Do not use externally when rain is imminent

· Do not apply in direct sunlight. 

· Always test a small inconspicuous area prior to full application.   
· It is users responsibility to determine suitability for use. If in doubt please contact technical services for advice. 

Application 

Shake container well before use.

Wear protective gloves. Pour a quantity of X3 Triple Action Paint & Varnish Stripper into a suitable container. For each application apply a generous even coat (do not brush out too much) onto the surface to be stripped with a suitable brush, leave for approximately 30 minutes and apply a second coat. For areas where there are less than 5 layers of paint or varnish, a second coat may not always be necessary.

Allow the stripper to work for at least one hour, then check to see how far it has penetrated; depending upon the paint type the stripper will remove between 3-5 coats per dual coat application after approximately one hour.

Once the stripper has penetrated to the substrate or the initial 3-5 layers of paint, scrape off, leaving surface as clean as possible. For multiple layers repeat application until all paint has been removed, then rub down stripped area using a scrubbing brush or stainless steel pad and water. Rinse with water and allow to dry.

Health & Safety
Consult MSDS for full list of hazards.

Storage

Store in cool dry conditions in original containers. 
Shelf Life

12 months from date of manufacture. 
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the product for additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any prospective or existing customer.
X3 PAINT AND VARNISH STRIPPER
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