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Rope Seal Adhesive is a specifically formulated high temperature adhesive designed for fixing thermal rope/tape and ceramic fibre seal to ovens, stoves and boilers.

· Easy to use liquid adhesive – water clean up. 
· Temperature resistant up to 1200oC.

· Excellent adhesion to most glass, metal fibre rope, ceramic materials. 

· Fixing fibre rope seals to heater doors; specifically.

· Stoves/Wood burners
· Boilers.

· Range cookers

· Always allow to dry before application of heat. 

· Do not alter consistency

· Do not use in excess of 1200 degrees C.


For maximum adhesion ensure all surfaces are free from all loose dust and contaminants i.e. rust, soot, grease, dust etc.  A light surface abrasion of the material to be bonded will increase the amount of surface available for adhesion and will give improved mechanical key. 


Apply the adhesive to all  surfaces to be bonded. 

Join and apply moderate pressure to ensure total contact of the surfaces to be bonded, so that all surfaces are fully wetted.  Secure the components and allow the adhesive to set and harden. 


	CHEMICAL ANALYSIS
	Na2O  6.38% Typical



	
	SiO2      40% Typical



	
	Fe2O3   0.1% Typical



	MOISTURE
	       30 - 45% Typical



Contains metal silicates. IRRITANT. Risk of serious damage to eyes. See separate 16 point data sheet for full assessment.
 

Store at moderate temperatures in original containers. Keep out of direct sunlight.


 12 months when stored according to manufacturers instructions.
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